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Seat belt setup
can be mirrored,
construction is

symmetrical
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Seatbelt manufacturers hardware
is mounted directly to the anchorage point
as described in the manufacturers documentation

DETAIL A
SCALE1:2

REVISIONS

REV. ‘ DESCRIPTION ‘ DATE ‘ APP

All rights remain with TRIPOD MOBILITY BV. This applies
especially to rights of invention. know-how, copyrights
and rights to name as well as for the rights to patent
these as commercial protective rights. All rights of
disposition, particulary for copying or distributing
reserved. Approval of first supply and change according
to TRIPOD MOBILITY BV.
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Department Homologation

Notes

- Measurements in mm
- Tolerance +0.5mm

- Homologation drawing,

Material prior to modification please
- consult Homologation
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DETAIL B DETAIL C N
SCALE1:5 SCALE1: 2
Homologation number
HOM-062-FKL1
NO.l QTY.|PART. DESCRIPTION E:l\ira(ri)edes Citan Tourer L1 2021-
1 1|- Mercedes Citan / Renault Kangoo 2021- body -Renault Kangoo L1 2021-
2 119943  [Lowered floor assembly Nissan Townstar L1 2021-
3 1/19946 Chassis reinforcement frame j
4 1|P19896 |Afstandbus di12/D35/L30 Title
5 1{18598a |Afstandbus di/12D25/L20 Seat belt anchorage points detail,
6 2/8728 7/16 UNF plaatje wheelchair occupant
7 1{11434 UNF 7/.16 plaatje (50x18) Subgroup
8 2(173 Sluitring M10 klasse 8 DIN 125A Seat belt anchorage points
9] 21256 Zesk.tapb. M10x30 8.8 DIN 993 @eg(Scale |Sheets  IPart No.
10| 1[4460  |Zesk.bout UNF 7/16 x 2,5" Klasse 8 ard [1:20 1011 A4/19951
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